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CARACTERISTICILE TRONSONULUI DE CAMASUIRE BOLTA
1 Volum de beton C35/45 camasuire bolta| 9.55 m’
2 Otel OB 37  camasuire bolta 35 kg
3 Qtel PC 52 camasuire bolta 850 kg
CERINTE DE CALITATE: 4 _Cofraje 30.5 m
SECTIUNE C-=C 5 Grevtate 235 T
Se. 150 Beton: C35/45
G 15 Otel: 0B37, PC52
A Clasa de expunere: 2a
|_" Grad de impermeabilitate: P8'
| Grad de gelivitate: G150 -
____________________________________________________ | Tip de ciment: | 42.5(R) Nota: _ ,
i Valoare maxima A/C: 0.45 S-a considerat cota relativa £0.00 in axul
: podului pe stratul de uzura al caii.
:—’-r/ Ac*z;s/ﬂfsV | Closa 'E de incarcare — A30, V80
| Categoria de importanta privind calitatea 8" (deosebita)
! Exigenta de calitate A4,B2,02
- 0 ! J B Zonare seismica conform P100/2006 :
Ks=0.16, Tc=1.0s pt. IMR=100ani
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CODLEA e A o Loc. Predeal, Jud. Brasov o
108/1747/2003 .
e Beneficiar: PROIECT NR.
C.N.A.D.N.R. - D.R.D.P. BRASOV 95472011
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